
, . .. 

1-et Assembly as it comes from Hardinge: 
1. Check, if necessarv reset, the dimensions shown in the above illustrations and thor- 

oughly clean the spindle area and the Dead-Length Collet Assembly. 
2. With the draw bar in its forward position, put the Dead-Length Collet Assembly in the 

spindle, insert 3 pins in the face and adjust the draw bar until the pins are just gripped. 
Back out slightly and lock the draw bar. Activate draw bar to close collet on pins. 

3. When boring out the collet, for the best accuracy and repeatability the order hole 
should be bored .001 inch larger than the stock size. 

4. When a step-type bore is required, finish bore to the size indicated, then face the 
bottom of the bore to provide a square shoulder. To assure the part seats against the 
shoulder of the step, under cut the corner where the bore & shoulder meet. 

5. Take the Dead-Leneth Assemblv out of the s~indle and remove the 118" diameter   ins 
from the slots (savgthese for r&machining): 
I Machining the Stop for the SC & 16C Ejector Stop: I 

6. Machine the Stop, which was packed separately, to conform to the bore and step in 
the Dead-Length Collet. The OD of the Stop should be approximately 1/64" less than 
the bore in the collet. The Stop must not bottom out on the Body before the part 
bottoms out on the step in the collet. 

I Separating the Outer Collet and the inner Dead-Length Collet 1 
7. Loosen and remove the Large hex NutINuts. 
8. Remove the Large Spring. The Spring Retainer can stay in the Outer Collet. 

IBCEJ: Remove the two BVille Springs, Large Spring. Leave the Spring Retainer. See Illus- 
tration #2. 

9. Separate the Dead-Length Collet from the Outer Collet 
10. Remove the Body from the Dead-Length Inner Collet. Use the Hardinge Spanner 

Wrench to hold the DL Collet and a open end wrench to turn the Body. Debur collet. 
Do not remove Guide Body from Thru-HoleQ DL Collet. Debur & Clean Collet 

I SC16C Dead-Lent?th Collet : Adiustinc the Solid Stor, Illustrations 3 & 4 I 
11. Loosen the Nut w6ch is against ;he BO:~ and adjust t: obtain the desired distanck 

from the end of the stop to the face of the Dead-Length Collet. Retighten the Nut. If 
extensions are required it is suggested that you drill and tap the face of the threaded 
S t o ~  and make the extension with the same male thread. 

I 5 ~ 1 6 ~  Dead-Length Ejector Stop: Mounting the Machined Stop Illustratlons 1 & 2 1 
11. Remove two 318" hex Nuts, then pull the Plunger and Small Spring from the Body. 
12. Thread the Stop which was machined into the plunger. Tighten using two 518" open 

end wrenches. 
13. If removed, slide the Small Spring, (or the Heavy Duty Small Spring-16C only], onto 

the stem of the Plunger. Insert StopIPlungerlSpring into the Body. 
14. Thread the 318" Nuts on the end of Plunger. Start with the face of the 318" Nut 118" 

from the face of the Plunger. Changing this dimension changes the ejector force. Lock 
second nut. See illustration #1 & 2. 

( All Dead-Length Collets Assemblies: 
15. Thread the Body assembly, or Guide Body, into the Dead-Length Collet. Hold the DL 



I 5C and 16C Dead-Length Collets and Step Chucks I 
6016C Dead-Length Collet 

j- Sprlng Desd.Lenglh Collet y 

Collet using the Hardinge DL Collet Span- 
ner Wrench and tighten the Body using 
an open end wrench. NOTE: Do not grip 
the Dead-Length Inner Collet in avise, pipe 
wrench or vise-grip because the collet will 
be ~ermanentlv damaged and distorted re- 
suiting in imfioper &d unsafe gripping 
of the workpiece. 

16. If removed, thread the Spring Retainer 
into the Outer Collet. Hold the Collet us- 
inz the Hardinge Collet wrench and tighten the Bodv (16C Elector - Use a 31 16" d n  
~&dinge face ipanner, AU others use Gpen end wrerkhes. see NOTE in step 15. 

( Assembling the Outer Collet and Dead-Length Collet Assemblies: 
17. Slide Dead-Length Collet into the Outer Collet aligning key with the keyway. 
1 A. --. 
s ~ ~ . D L :  Slide the Spring onto the Threaded Stop. See illustration #2 & 3. 
SCE,: Slide the Large Spring onto the Body. See fllustration # 1. 
~hnt.~~kSlide the Large Spring onto the Guide Body. See illustration # 5 
I ~ C W  Slide the Large Spring and BVille Springs onto the Body. See illustration #2. 
19. Hold the Outer Collet with the Hardinge Collet Wrench, if necessary, and thread the 

Nut onto the assembly, adjusting to the dimensions shown in the illustrations using a 
Open end wrench. Where there are two nuts, lock the second nut against the first. 

lacsl; Tighten nut by hand until Large Spring is fully compressed then back off one full turn. 
Lock with second Nut See Illustration # 2 

20. Thoroughly clean the assembly as well as the collet seat and back bearing in the 
machine's spindle. 

21. With the draw bar in its forward position, put the Dead-Length Collet Assembly in the 
sdndle. insert a  art and adiust'the draw bar until the ~ a r j  is liehtlv 5 i ~ ~ e d .  Back 
out slightly until 'the part c& be removed. Lock the dra; bar. 

- " ' 
I EJECTOR STOP: If the part does not eject from the collet: 1 

Too little clearance between the Stop and the Bore. Decrease the OD of the Stop. 
B The Small Sprinlt is not strong: enough. Use Heavy Duty Small Spring furnished. - ., - - - - 

See fflustrath #-2 
Capacity 
"A" 

5C Emergency 

5C Thru-Hole 314" (19.05mml Maxlmum 

16C Emergency 

1 ..l/lfi3' I%l 1 fimml Mnulmnm N l A  1 /RU 13.18mml 



E 
h Parts: 1,2,3,4,5,6,7 5C Dead-Length Collet 

~ e y  1 Part Name Part Numbers 
1 I Nut U -00004141 

Large Spring 
Spring Retainer 

Outer Collet 
Nut 

Stop Body 
Threaded Stop 

Emer. DL Collet 
Harden & Grd. DL 

( DL Step chuckp 
IL Collet Assemblvampree 
)L Asm. & Outer ~oiet.&, 
IL Asm with Step chuck 11 167-00-00-000000 

5C and 16C Dead-Length Thru-HoleQ 

t 
Pa 1 
Dl 
Dl 
8 
Patent NO. 3.779.566 

16C Dead-Length Collet 
Part   umbers 

1 185-00-00-000000 
1 187-0 1-00-000000 
1 189-00-00-000000 
1 177-00-00-000000 
1 185-00-00-000000 
1 18 1-01-00-000000 
1 183-02-00-000000 
1 173-13-00-000000 
Upon Application 

1 175-00-00-000000 
1 171 -00-00-000000 
1 17 1-02-00-000000 

uts: 1,2,3,4,5 5C Dead-Length 16C Dead-Length 
.ey Part Name Thru-Collet Part No. Thru-Collet Part No. 
1 Nuts 1 157-06-00-000000 1 171-01-03-000000 
2 Large Spring 1 133-00-00-000000 16-8101-5C 
3 Spring Retainer 1 13 1-00-00-000000 1 17 1-0 1-02-000000 
4 Outer Collet 1 161 -00- 10-000000 1 177-00-00-000000 
5 Guide Body 1 129-00-00-000000 1 17 1-0 1-0 1-000000 
6 Dead Length Collet 1 159-00-10-000000 1 173- 13-00-000000 
L Thru-Hole Asm.-complete 1 157-0 1-00-000000 1 17 1-0 1-00-000000 
L T-H Asm.-Outer Collet 1 157-01-01-000000 NIA  
Hardinge Brothers, Inc. 1996 Litho in U.S.A. 

October, 1996 



6C Dead-Length Collet Ejector Stop Assembly 

C Dead-Length Colle 
Ejector Stop Part No. 
2 169-00-00-000000 

Part Name 
Nut/nuts 

BVILLE Springs(2) 
Large Spring 

Spring Retainer 
Outer Collet 
Small Nut 

Small Spring 
Heavy Small Spring 

Plunger 
Ejector Body 

Emer. DL Collet 
Harden & Grd DL 
DL Step Chuck 
Stop for Plunger 

tor Asm. Onlv-NO collee 

5C Dead-LengthB Collet Ejector Stop Assembly 

I 

AZ 
lt Pa - 
E - 

- 
\ E 

E 
k E 
E - 
Cjector Stop Asm-complete 
:jector Asm. & Outer Colle 
:. Asm. S t e ~  Chuck -comolete 

6C Dead Length Colle 
Ejector Stop Part No. 
2 179-00-00-000000 

CE- 1750057 
CE- 1 1001050875 

2 18 1-00-00-000000 
1 177-00-00-000000 

U -00004141 
1065-00-00-000000 

CE-0000054 
106 1-00-00-000000 
2 177-00-00-000000 
1 173- 13-00-000000 
Upon Application 

1 175-00-00-000000 
2 183-00-00-000000 

Support Equipment 

Support Items for All Dead-Length Collet Assemblies 

1 To Order: 800-843-8801. Canada - 800-468-5946 1 1 Hardinee Inc. I 

Collet Wrench 
Spanner Wrench 

Adjustable Face Spanner 
Pins (3) for DL Collet 

Pins (3) for Step Chuck 

I U.S.A. FAX: 607-734-3886. Int'l FAX 607-734-1701 1 1 One ~ardi%e Drive 
I Phone U.S.A. and other Countries: 607-734-2281 1 1 P. 0. BOX-1507 

rk. 14902- 1507 I 

ST-11759 
7893-00-00-000000 

N/A 
7721-00-00-000000 
7723-00-00-000000 

B77B - Replaces B77B - Part No. BB 0009500-0077 JElmira, New Yc 

CC- 1 1759 
7895-00-00-000000 
7891 -00-00-000000 
7721-00-00-000000 
7223-00-00-000000 


